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IR988

€ High accuracy of + 0.3°C (x 0.6°F)

€ Battery saving auto power off function

Slight

Normal

Specification

€ Non-contact accurate temperature measurement

€ Quick temperature display(Response 0.5 sec)

€ Audio beep alarm to alert of high temperature

@ Tri-color backlight display indicating status of fever

Body Infrared Thermometer

Serious

Storage temperature

-20~55°C (-4-131°F)

Usage temperature

16-40°C (60.8-104°F)

Usage battery

3V

Weight

125 grams

Size

150x96x44 mm

Technical Parameters

Temperature measuring range

34.542.5°C (94.1-108.5°F)

temperature measuring accuracy +0.2°C (+0.4°F)
Surface Temperature measuring range | 0-100°C (32-212°F)
Surface temperature measuring accuracy | +0.3°C (+1F)
Minimum readings +0.3°C (x1F)
Response time 0.5 sec
Recommended Measuring distance 3-5 cms

Auto power off 20 sec

Quickly distinguishable different color backlight to indicate different temperature eanges
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Toshniwal Sensing Devices Private Limited

D-30 Industrial Estate Makhupura, Ajmer-305002

Mobile: +91-9571897879
E-mail:info@tsdpl.com, Web: www.tsdpl.com
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small hody, easy to hold

IR988 is also ISO, FDA and FCC certified.

DUE TO CONTINUOUS PRODUCT IMPROVEMENT, THE DESIGN AND TECHNICAL
SPECIFICATIONSARE SUBJECT TO CHANGE WITHOUT PRIOR NOTICE.






